1. This SUV looking vehicle from 
Isuzu is a new model that I think 
looks pretty good. This Isuzu is like most late model Isuzu models that use 
the Honda style keyway and codes. This vehicle has no transponder 
system. 


2. The door lock cylinder is separate from 
the door handle. 
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3. The inside door trim 
panel must be removed 
to service the door lock. 
There is no passenger 
side door cylinder. 
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4. The plastic inside handle release trim must be removed. The trim screw is 
hidden behind a screw cover. 
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5. Inside the 
door pull 
cavity is 
another 
panel screw 
that must be 
removed. 


6. On the very top 
forward section of 
the panel is a small 
triangular plastic 
trim panel. Unsnap 
and remove it. 
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7. The common push-in plastic clips hold on the 
panel. Start at the bottom of the panel and 
work your way up. Gently but firmly pull the 
panel away from the structure of the door. 


8. Once the panel is 
removed, you will be able to 
see the inside plastic 
weather barrier. It also 
looks like a large diaper. I 
hope you don’t have to 
change it to often. 
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9. Here’s a look at the 
cable linkage for the 
inside door release and 
the inside door lock 
button. 


10. Looking inside the door 
cavity we see the standard 
Horse Shoe style metal 
clip. 
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11. The door lock cylinder has a concave face cap and you should have a replacement before you pull it apart. I 
used an ASP # P-19-203. It’s looks like a P-19-212 or 213 might have worked in a pinch also. 
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12. The tailpiece is held 
on with a common “C” 
clip. There are no codes 
on any locks. 


13. The door lock plug 
contains 7 tumblers in 
positions 1 through 7. 
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15. The glove box lock 
assembly is held in with 
2 screws that must be 
removed. 


14. The glove box lock 
cylinder is part of the 
glove box handle latch 
assembly also. 


Glove Box Lock 
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17. The cylinder plug contains 5 
tumblers in positions 4 through 8. 
There are no Valet tumblers in this 
cylinder. 


16. The glove box cylinder plug is 
secured to the housing with a small 
metal clip on the backside. 
Slide the clip off and the cylinder will 
slide right out. 
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19. To service the lock 
cylinder you will need to 
remove the large plastic 
trim panel on the rear 
hatch. 


18.The rear hatch is pretty 
simple to work on. The 
lock cylinder is part of the 
outside handle assembly. 


Hatch Lock 
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20. There are 2 plastic push-in fasteners on the driver’s side edge of the hatch and 1 fastener on the 
other side. You will also need to remove the hatch pull cup. 


National Locksmith Automobile Association 
Issue No. 28 • 13 


21. The rest of the 
hatch trim panel is 
just held on with 
push-in clips, some 
are plastic and 
some are metal. 
Take your time and 
work your way 
around starting at 
the bottom of the 
hatch door to 
unsnap the clips. 


22. The hatch 
cylinder is easy 
to get to and is 
held with a 
metal wire clip. 
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23. The hatch 
cylinder looks 
like many other 
Honda locks, 
even though this 
is an Isuzu. 


24. The tailpiece is held 
on with a common “C” 
clip. There are no codes 
on any locks. 
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Ignition Lock 


25. The hatch cylinder lock plug contains 7 tumblers in positions 1 through 7. 


26. The ignition 
lock cylinder 
can be easily 
removed with a 
working key. 
The ignition 
lock cylinder is 
mounted 
directly on the 
steering 
column. 
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27. To get the lock 
cylinder out, remove the 
5 screws that hold most 
of the 2-piece plastic 
steering column shroud. 


28. There is another 
screw holding the 
shroud but it is in the 
rear. You can still get 
the cylinder out 
without dropping the 
whole lower panel just 
to get to that one 
screw. Separate the 
shroud, depress the 
active retainer with a 
working key in the 
lock cylinder turned to 
the “ACC” position 
and pull the cylinder 
out. 


AutoSmart™ is the most comprehensive and popular 
automotive locksmith manual in history. Acclaimed expert Michael Hyde again 
makes history with AutoSmart Advisor™ software! You’ll have instant access to information, and best 
of all...it’s amazingly easy to use! You may never need to read the manual. 


Contains virtually every car and part known to man up through 2000. Gives all information you need 
to service the vehicle. Creates instant estimates for all automotive service jobs. Shows available ASP 
and Strattec part numbers and labor time. Can be user customized with your own service call, labor 
and tax rates. 


Because it’s from the creator of AutoSmart™ you get all methods to make the first key, plus: 


u Code series u Key machine set up information u Tumbler chart u Information on ignition retainers, 
progressioning, airbags, code locations, key silhouettes, transponders, 
valet keys, all parts and model notes u Make your own user notes. 
u Includes NGS programming instructions 


AutoSmart Advisor™ does everything 
instantly and accurately. Now your computer 
is the best automotive tool you own! 


Installation and System requirements: License is granted 
to run the software on any two computers you own. 
Installation on additional computers is available for $50 each. 
Requires 486 or better PC with Windows 95 or better and CD 
drive. 75 megabytes of hard drive space. Installable from 17 
diskettes which you can create from the CD. 16 megabytes of 
ram. Not network compatible. 


AutoSmar 
AutoSmartt 


Advisor 
Advisor ™ 
™ 


r YES! Send me the AutoSmart Advisor™ for $395 
(installable on two computers) plus $5 for shipping and handling. 
Orders must be paid in U.S. funds. 


r Send me _____ additional licenses for $50 each. 


r Send me the 21 day full trial AutoSmart Advisor™ Demo for $10 
(credited toward full version purchase) 


Select payment Method: 


r VISA r MasterCard r Discover 
r American Express r Money Order r Check 


Order Total_________________ 


Card Number __________________________ Exp. Date ______________ 


Signature (required) __________________________________________ 


Name ______________________________________________________ 


Shop Name __________________________________________________ 


Address (no P.O. boxes) ________________________________________ 


City ______________________ State ________ Zip ________________ 


Phone______________________________________________________ 


E-Mail (optional)______________________________________________ 


Copy or clip this coupon and send with payment to: 
The National Locksmith • P.O. Box 77-97592 • Chicago, Illinois 60678-7592 


Buy the it in the online store! 
TheNationalLocksmith.com 
Buy the it in the online store! 
TheNationalLocksmith.com 


Take a tour online at 
www.AutoSmartAdvisor.com 


Take a tour online at 
www.AutoSmartAdvisor.com 


18 • Automotive Edge 
National Locksmith Automobile Association 


29. You will need to 
remove the snap 
ring on the back of 
the cylinder plug. 


30. Slide the 
cylinder out and you 
will see it has all 
eight tumblers for a 
complete key. 


Opening 


31. Opening this vehicle 
can be a nightmare 
without the right tools or 
the right knowledge. 
The doors have some 
tough looking cable 
linkage. I couldn’t get a 
“caddy-killer” under the 
window either. 
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32. I used a Determinator on the door 
and had a key to unlock the door in less 
than 2 minutes. 


33. I really like the Honda 6-cut 
Determinator. If the key traps you 
cut that position to a 5 depth. 
Positions that don’t trap you cut a 
2 depth. You can also pick the 
hatch lock; it does pick pretty 
good with a double-ball pick and 
clockwise torque. 


Making the First Key; 


Method 1 
Use the Honda 6-Depth Determinator on the door lock cylinder. 


Method 2 
Remove and disassemble the door or hatch cylinder and decode the tumblers for positions 1 through 7. 
Progression the last position in the ignition for a complete key. 
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